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EC4260 24 Specifications
Parameter Unit Value
Rated Power W 60.00 H =1
Rated Voltage VDC 24.00 I 1
Continous Stall Torque N-m 0.12 . /A 1
Max Torque N-m 0.24 }
Rated Speed/Max Speed rom 4000/6800
'\ DETAIL B
Rated Current A(peak) 3.64 B
Max.Current A(peak) 7.27 -
Ke : Back EMF Constant |V peak/krpm 3.50 ZZZ
Kt : Torque Constant NM/A(peak) 0.033
Resistance Q 0.75
Inductance mH 0.87
Moment of Inertia gcm? 48.00
Number of Poles # 8.00
SECTION A-A
Mass g 440
Winding Type 3-phase
Hall Sensors 120° electrical spacing HALL SENSORS AWG 26 ! DiitjfeiﬁgxispmHED: (z Orbex GrOUP
Pole Count 8 5vDC | GND A B C m TOLERANCES PER ANSI Y14.5 -
Shaft Runout 025 mm RED | BLK | BLU | GRN | WHT - S eall TOLERANGES: TITLE:
Radial Play 02mm @ 450 g \\;// \l DECIMALS  LNEAR  ANGULAR
End Play 08 mm @ 450 | X Bm e EC4260 24
Maox Radial Force 28 N @20 mm from flange MOTOR CABLE AWG 22 THIS DRAWING CONTAINS FROPRETARY | NIRPRETGEOMERC
Max Axial Force 10N MY NOT B2 I WHOLE OF I AT [MATERIAL SIZE |PRT. NO. REV
s laton Class 5 A B C puricaTeD oRDiCLoD OFusepror|___ SEE CHART B 100086 B
Dielectric Strength 500 VDC for 60s YEL RED BLK R THOUT JARITTEN PERMISSION OF Clean
Insulation Resistance >100MQ, 500 VDC CONFIDENTIAL [°"™ sunkpo 11/25/2019] SCALE: 1:1 | | SHEET 1 OF 1
|

8 7 ! 6 5 ! 4 3 ! 2 1



	Sheet1
	Drawing View6
	Drawing View7
	Drawing View8
	Drawing View9
	Section View A-A
	Detail View B (2 : 1)


